Transformador de Corrente Trifasico Ref. Int.: 931-435

Three Phase Current Transformer Rev.: -
MEDIDORES Transformadores Trifasicos para Medicion Data: Mai./19
Modelo/Model/Modelo Dimens&es/Dimensions/Dimensiones (mm)
A B C D E F - - - - B B s .
185 84 45 167 67 6,0 - - B B Z z B .
+/-12 +/-1,2 | +/-12 | +/-12 | +/-12 | +/1.2 - - - - - - N B

Tolerancia / Tolerance / Tolerancia

Janela/Window/Ventana (mm) Observacdes/Comments/Comentarios

o - -~ -Fixagdo por suporte (opcional parafuso de fixagdo ao barrameto)

-Fixing by bracket (optional locking screw to the bus bar)

-Fijacion por soporte (tornillo de seguridad opcional al bus)

Caracteristicas / Features / Caracteristicas

Normas / Standard / Normas ABNT NBR-6856 ANSI IEC
Umax./Um./Umax. 0,6 kv - -

Fat. Térm. / Therm. Fact. / Fact. Térm. 1,2xIn - -

Cor. Térm. / Therm. Curr. / Cor. Térm. 40 x In (max. 48kA) - -

Frequencia / Frequency / Frecuencia 50/60Hz -
Cor. Sec. / Sec. Curr. / Cor. Sec. 5A - -
Invélucro / Casing / Cubierta Termoplas./Thermoplas./Termoplas. - -
Conexdo / Connection / Conexién Paraf. M4 c/ Arruelas e Porcas - -
Peso Aprox. / Approx. Weight / Peso Aprox. 0,800 kg - -
cL0 s [ @5 [ @315 ] 50 BO.1 B0.2 [ B0.5 [ BO1 B2 c1,0 €15 2,5 3,75 5,0
Classe / Class / Clase

Carga / Burden / Carga

-Corrente Primaria 5

Nominal (A) 10

-Nominal Primary Current 15
(A) 20

25

-Corriente Primaria
Nominal (A) 30
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600 1,0 1,0 1,0 - - 1,0 1,0 1,0 - - 1,0 1,0 1,0

630 1,0 1,0 1,0 - - 1,0 1,0 1,0 - - 1,0 1,0 1,0
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*Outros valores sob consulta. Sujeito 8 mudangas sem aviso prévio / Other values on request. May be changed withou further notice / Otros valores previa solicitud. Puede ser modificado sin aviso previo
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